
Forehead Retina System

Hiroyuki Kajimoto∗
The University of Tokyo

Yonezo Kanno†

EyePlusPlus, Inc.
Susumu Tachi‡

The University of Tokyo

1 Introduction

The goal of our project is to provide a cheap, lightweight, yet fully
functional system that provides rich and dynamic 2D environmen-
tal information to the blind. The Forehead Retina System (FRS)-
composed of a small camera and 512 electrodes on the forehead-
captures the view in front, extracts outlines from the view, and con-
verts the outlines to tactile sensation by electrical stimulation. Us-
ing this device, the users can ”see” the surrounding environment
with their forehead skin, without using their eyes.

2 Related Works

The vision to tactile conversion system was first developed by
Collins [Collins 1970], who used 400 vibration motors on the skin
of the back and a CCD (Charge Coupled Device) camera. He called
the system a tactile vision substitution system (TVSS).

However, although many similar systems have been proposed since
then, they have not become widely used for the following two rea-
sons: One is the technical aspect of the stimulation. For tactile
devices using a large number of mechanical actuators, the system
becomes heavy, expensive, and requires a considerable amount of
power. To solve this problem, we applied electrical stimulation.
The electrical stimulation is lightweight, cheap, scalable, and con-
sumes much less energy. At the same time, it does not generate
sound and is free from mechanical resonance.

The other reason pertains to the region of stimulation. Many pre-
vious proposals placed vibration motors on the back. Although a
waistcoat with the motors is definitely ”wearable,” its use is not so
effortless. For this problem, we propose to use the forehead as a
stimulation point. Although electrical stimulation has a long his-
tory, stimulation of forehead skin is a new approach. However, in
reality, it is quite reasonable because of the ease in putting the sys-
tem on and taking it off. Furthermore, if the stimulation is applied
on the back, finger, or tongue, the coordinate system transformation
to change the image on the skin to that on an absolute coordinate
system is complicated. However, if we use the forehead, this trans-
formation becomes unnecessary.

3 System

A CCD camera attached on a pair of sunglasses captures the view
in front. A laptop PC extracts the edges and converts it to a tactile
stimulation pattern. The pattern is transmitted to the driver circuit
via a standard serial port. 512 electrodes (Fig.1)are driven sequen-
tially to create the tactile pattern. The entire process is triggered by
the image capture event, which occurs every 33 [ms] (30 [fps]). The
basic electrical stimulation technology is inherited from ”Smart-
Touch”[Kajimoto et al. 2003] which is a visual-to-tactile conversion
systems for the skin on the finger.
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Figure 1: 512 (32 × 16) electrodes module for the forehead.

Figure 2: Wearing Forehead Retina System (FRS).

In one case, the luminance information is used for edge extraction.
In other case, color key is used to extract specific color. The outline
edge is extracted by an ordinary Laplacian of Gaussian (LOG) filter.
After that, the image is scaled down to a resolution of 32 × 16.
Using threshold, we obtain a black and white binary pattern.

We must note that although many useful algorithms have been pro-
posed in the field of computer vision, we cannot always use them
unconditionally. The processing must be performed realtime (at
most 33 [ms] or one frame latency), and the system must be small
and power efficient for portability. Therefore, we believe that rather
than incorporating elegant but expensive algorithms, the combina-
tion of bare minimum image processing and training is practical.
We are beginning to test the system with the visually impaired to
determine the most appropriate balance as good human interfaces
have always achieved.

References

COLLINS, 1970. Tactile television - mechanical and electrical
image projection. IEEE Trans. Man-Machine Systems MMS-11,
1 (Mar.), 65–71.

KAJIMOTO ET AL., 2003. Smarttouch: A new skin layer to touch
the non-touchable. In Conference Abstracts and Applications of
SIGGRAPH, CD–ROM.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
    /KOR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee575284e8e9ad88d2891cf76845370524d6253537030028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f0030028fd94e9b8bbe7f6e89816c425d4c51655b574f533002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c9069752865bc9ad854c18cea76845370524d521753703002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f300290194e9b8a2d5b9a89816c425d4c51655b57578b3002>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.276 841.890]
>> setpagedevice


